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PRODUCT DESCRIPTION

Montage drilling austenitic stainless steel screws with drilling tip, fine thread and flat head with a diameter of 12
mm and PH2 cut.

APPLICATION

Designed for fastening very thin aluminum parts and plastic components to wooden substrate.
Designed for use in environments with atmospheric corrosivity categories C1, C2, C3, C4
According to PN-EN ISO 12944-2: 2001 standard

LENGTH OF SCREWS
Maxi
. . Maximum drill - axamen et :m
Fastener @ Dimensions capacity [mm] thickness of fixed I max
type DxL[mm] elements [mm] '
DC MTmax (STEEL) | MTmax (WOOD)
GMZ-S NA 4,2 x 25 0,90 19 5

The working length of the connector is calculated from the maximum thickness of the DC substrate
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NATIONAL TECHNICAL ASSESSMENT ITB-KOT-2018/0680
CHARACTERISTIC BEARING CAPACITY OF SHEAR AND PULL-OUT FIXINGS FROM STEEL SUBSTRATE
H 1) >
Thickness of substrate 0,50 0,55 0,63 0,75 0,88 1,00 Wood class = C24
[mm]
Mt,nom 3 Nm
0,50 0,92 0,92 0,92 - - — 0,92 o
Z 055 092 | 092 | 092 — — — 092 £ £ o
—_— b L
: = 063 132 | 132 | 132 — — — 132 | 2283
(%}
2 8§ 5|08 | -— — — — — - — | 8Eac¢
a © u- - @ 9
< - : 1,00 = = = = = = = e Lo
o w
2 E B 050 | 063 | 063 | 0,63 — — — — -
- — b —_
o |2 — — _
a g < 0,55 0,63 0,63 0,63 1,02 ?_:o 2% 0
:,E’ ki § 0,63 | 0,63 0,63 0,85 — — — 1,02 5 % % i
=} (8] . Q2 -]
2 = 075 — — — — — — 129 | s ZTES
o ®'c € 3 £
= | 088 | — - - - - - 129 | 28872
e ! g o @ K]
1,00 — — — — — — 1,29 = 0%
1 steel grade S280GD, $320GD or S350GD according to PN-EN 10346:2015
2 steel grade S280GD, $320GD or S350GD according to PN-EN 10346:2015
If both elements | and Il are made of steel grade $320GD, values Vg« can be increased by 8,3%
If both elements | and Il are made of steel grade S350GD, values Vg« can be increased by 16,6%
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OTHER FEATURES
SUBSTRATE MATERIAL: WooD
DIAMETER OF FLAT HEAD: 12mm
TYPE OF CUT: PH2
MAXIMUM CAPACITY OF DRILLING: 1,00 mm
SCREW MADE OF: STAINLESS STEEL CLASS A2
CORROSIVE ENVIRONMENT: ca
OPINION ON ANTI-CORROSIVE PROTECTION: 02248/16/Z00NZM
POSSIBILITY OF PAINTING: YES
PAINT COATING THICKNESS: 50 um
RECOMMENDED ROTARY SPEED (IDLE): 1300 rpm
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